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ABSTRACT 
The performance characteristics and reliability of the active 
oscillator atomic hydrogen maser depend upon "oscillation 
parameters" which characterize the interaction region of the 
maser: the resonant cavity and atom storage bulb assembly. With 
particular att2ntion to use of the cavity frequency switching 
servo (1) to reduce cavity pdlling, it is important to maintaii~ 
high oscillation level, high atomic beam flux utilization 
efficiency, small spin exchange parameter and high cavity quality 
factor. It is also desirable to have a small and rfgid cavity 
and bulb structure and to minimize the cavity temperature 
sensitivity. In this paper we present curves for a nnvel 
hydrogen maser cavity configuration which is pai-tial1.y loac!ed 
with a quartz dielectric cylinder and show the relationships 
betwnen cavity length, cavity diameter, balb size, dielectric 
thickness, cavity quality factor, fillinq factor and cavity 
frequency temperature coefficient. The results are discussed in 
terms of improvement in maser perfo~.mance resulting from 
particular design choices. 
In an atomic hydrogen maser, hydrogen atoms are produced in an RF discharge 
source from which they emerge and pass in a b e a ~  through a magnetic state 
selector, with atoms in the proper hyperfine energy level passing to a 
quartz storage bulb mounted within a cavity resonant at the hydrogen 
frequency wher%-in maser action occurs, producing a CW output signal at the 
frequency of 1,420,405,751.689,3xx Hz. Figure 1 illustrates the major 
elements of the physical structure of masers currently constructed at 
Sigma Tau Standards Corporation. Several of the advantages of this general 
configuration were described in Reference 1. The optimization of the cavity 
assembly through computer analysis of the relevant maser oscillation 
parameters will be the primary subject of this paper. 
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CAVITY DESIGN AND ELECTROMAGNETIC FIELD DIAGRAH 
The cavity configuration used in the Sigma Tau hydrogen masers is 
illustrated in Figure 2. A copper cylinder and copper end plates form the 
cavity walls. A relatively thick circular cylinder of quartz is held by 
spring tension between the end plates, and the quartz atom storage bulb is 
secured to the quartz cylinder using quartz shims and hard epoxy. The 
quartz cylinder provides dielectric loading to reduce the outer diameter of 
the cavity as well as the temperature sensitivity, and at the same time 
provides rigid support for the bulb and a fixed spacing of the cavity end 
plates. The electromagnetic field mode is the TEOll mode of the usual 
hydrogen maser active oscillator. Figure 2 also illustrates the 
orientation of the electric and magnetic field lines. 
Figure 3 shows a diagram of the cavity and bulb assembly which is the model 
used for subsequent computations. The region within the inner diameter of 
the storage bulb is Region 1 with the dielectric constant of vacuum. In 
computing the filling factors, integrations of the z axis magnetic field 
were performed numerically over the inside volume of the bulb. Region 2, 
with the dielectric constant of fused quartz, includes the quartz wall of 
the bulb as well as the wall thickness of the quartz cylinder. The 
approximation is used that the quartz wall of the bulb ends is equivalent 
to the effect of the extra wall thickness at the ends of the cylinder, and 
this is a very adequate approximation since the cavity fields are 
relatively weak in the end regions and the bulb wall is relatively thin. 
Region 3, with the dielectric constant of vacuum, extends from the quartz 
cylinder to the copper side wall of the cavity. 
OPERATIONAL EQUATIONS OF THE HYDROGEN MASER 
heference (2) presented the basic operational equations for the hydrogen 
maser oscillator, and the maser equations presented herein will either be 
taken from or derived from that reference. By combining equetions (15) and 
(9) oi deference 2, the following equation is obtained for the relative 
power radiated by the hydrogen atomic beam: 
In this equation, P is the radiated power, Pa = the power available from 
the beam if the maser were 100 percent efficient, I is the beam intensity 
(atoms/second), Ith is the flux required for oscillation if spin exchange 
could be neglected, and q is the spin exchange parameter defined in 
Reference (2). 
Spin exchange is due to collisions between hydrogen atoms within the maser 
storage bulb and is the main factor which limits the possible oscillation 
level and line Q of the hydrogen maser. Figure 4 illustrates the severe 
limitation on beam utilization efficiency as the spin exchange parameter 
becomes large. The dependence of the spin exchange parameter on the cavity 
assembly conilguration may be expressed (from Ref . 2 ,  Eq. 11) as: 
q = Kl/(n'x Qc) 
where K1 is a constant (approximately equal to 1.000), Qc is the loaded 
quality factor of the cavity. and is the "filling factor.'' which is 
defined as: 
In the foregoing equation, Vb !s the bulb volume, Vc the cavity Volume. 
H b is the z axis magnetic field averaged over the bulb vclume and 
H' c is the zgerage of the square of the magnetic field over the volume 1 Y 
of the cavity. 
Considering only those factors which depend on the cavity configuration, 
Ith may be expressed as: 
Ith = K2x(bulb dia.)/(n8x Qc). 
Therefore both the spin exchange parameter and the flux required to 
oscillate depend upon the product of n' and Qc. The loaded quality factor 
of the cavity, Qc, is given by: 
where PC is the power coupled from the cavity which is available to the 
receiver input amplifier and Po is the power dissipated within the cavity. 
In a practical hydrogen maser oscillator it is very desirable that the 
coupling of the receiver to the cavity be light to reduce cavity frequency 
dependence on receiver impedance changes or other external environmental 
effects, and so Pc/Fo is typically a small fraction (of the order of .1 to 
3 The above considerations i~dicate that it is highly desirable to 
maximize the product cf n' and Qo to obtain an efficient and reliable 
maser oscillator. 
ELECTROMAGNETIC FIELD ANALYSIS 
The electromagnetic field analysis follows conventional procedures and will 
not be given in detail in this paper. In outline, we st.srt from Maxwell's 
equations for the curl of the electric and magnetic fields in material 
media and use the expressions for the curl in cylindrical coordinates. The 
general known solution for the electric field is expressed in terms of 
Besselts functions of the first and second kinds of orders C and 1, and by 
application of appropriate boundary conditions, differentiations and 
integrations, several simultaneous equations are obtained which describe 
the electric and magnetic fieid coordinate components in the separate 
cavity regions identified in Figure 3. A computer was then programmed to 
obtain subroutines for :he fields and the subroutines were used in 
further calculations to obtain the data presented in the pages which 
follow. 
Typical results for the field analysis are illustrated by Figures 5 and 6, 
which show the electric and z axis magnetic fields for a cavity 12 inches 
long vith a bulb 4.13 inches in diameter having several different 
thicknesses of quartz cylinder. 
Q x n', CAVITY SIZE AND TEMPERATURE COEFFICIENT 
In the curves which follow it has been assumed that the dielectric loss 
factor of quartz is .000,1 and the dielectric coefficient is 3.75. Also, 
the electricdl canductivity of copper = 2.0 microohm-cm and the expansion 
coefficient of copper = 1.7 x 10-5. The length of the bulb for the 12 
inch long cavities is 9.0 inches, and the assumed shape is a straight 
central section with hemispherical ends. This shape is not quite optimum, 
but is a practical approximation which more detailed calculations show is 
very close to optimum. For cavity lengths other than 12 inches, the bulb 
length was made proportionately greater or smaller. In calculating the 
cavity frequency temperature coefficients, both the expansion coefficient 
of quartz and the variation of the dielectric coefficient of quartz with 
temperatlare have been ignored since these have a small effect compared to 
the thermal properties of copper. 
It is interesting to observe the separate behavior of the quality factor 
and the filling factor as the thickness of the quartz dielectric is 
increased. The general form of the curves for all cases considered is 
exemplified by the case of the 12 inch long cavity and 4.13 inch diameter 
bulb show. in Figure 7. While the quality factor continuously decreases 
with increased dielectric ioading, the filling factor rises to a peak in 
the range of .5 to 1.5 cm before decreasing. Therefore the use of thin- 
walled quartz bulbs in conventional oscillating hydrogen masers is not in 
general the optimum configuration to obtain the highest value of (n' x Q). 
Figure 8 illustrates the variation of (Q x n') and cavity radius for 
several different lengths of cavity and one bulb diameter. This figure 
shows that there is a significant improvement in these parameters with 
longer cavities, and also that the optimum conditions occur with a 
relatively thick quartz cylinder. Figures 9 through 13 show the effect of 
use of different diameter bulbs and different thicknesses of quartz in 
cavity lengths of 18, 14, 12, 10 and 8 inches. 
One of the motivations for adding quartz dielectric loading to the cavity 
is to reduce, as much as possible, the cavity frequency temperature 
sensitivity. Figures 14, 15, and 16 show the cavity frequency temperature 
coefficient as a function of dielectric thickness for several interesting 
cases. Figure 14 shows the temperature coefficient for a fixed cavity 
length of 12 inches and three different bulb radii. For reference, a 
copper cavity without loading would have a temperature sensitivity of 
approximately 24.0 KHzIDegree C. Figure 15 shows the result for a bulb 
radius of 5.25 cm and two different cavity lengths, and Figure 16 shows the 
result for a 4.25 cm bulb and three cavity lengths. 
DlSCUSSION OF RESULTS 
The analysis and results presented in this paper were undertaken to 
optimize the hydrogen maser cavity and bulb design based upon the general 
configuration represented in Figures 1, 2 and 3. A primary consideration 

to control the average cavity frequency with a varactor; not only would 
this result in a non-linear and narrow frequency control range, it would 
introduce the possibility of changing the cavity Q'e or receiver coupling 
coefficient when modulating the cavity frequency. So the use of a metal 
cavity with the cavity frequency switching servo is strongly indicated, and 
the temperature dependence shown by the figures is well suited to the 
requirements of cavity tuning. 
CONCLUSION 
The results presented in this paper provide guidelines for the design of 
cavity and bulb assemblies for hydrogen masers in an optimal fashion which 
are well adapted to use of the cavity frequency switching servo technique, 
as well as information which should be of more general interest for 
consideratian of alternative maser cavity assembly design approaches. The 
two hydrogen masers described in Reference 1 were the first masers 
constructed using the new configuration. These masers also demonstrated 
the first use of the cavity frequency switching servo, and the stability 
results obtained show that unprecidented stability as well as the other 
advantages discussed in this paper can be realized. An example of the long 
term stability obtained in recent maser comparisons is illustrated in 
Figure 17. This figure shows the fractional frequency change for a thirty 
day period between the two hydrogen masers described in Reference 1. The 
slope af the frequency differences over this period is 5.8 x 10-16 per day, 
so the effect of drift on the daily frequency fluctuations is neglegible. 
Figure 18 shows the measured stability in a "Sigma Tau" plot using the two 
sample "Alan Variance" for intervals from one second to ten days. There 
has been no drift term removed, nor other modifications made to the data. 
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QUESTIONS A N D  ANSWERS 
JACQUES V A N I E R ,  NATIONAL RESEARCH C O U N C I L :  I n  y o u r  p r o p o s e d  
d e s i g n ,  w o u l d  i t  n o t  b e  s i m p l e r  t o  r e m o v e  t h e  b u l b  a n d  u s e  t h e  
d i e l e c t r i c  l o a d i n g  a s  a  b u l b  i t s e l f ?  
M R .  PETERS: Yes, t h a t ' s  v e r y  c o n c e i v a b l e .  I h a v e  been  t h i n k i n g  o f  
g e t t i n g  p i e c e s  o f  q u a r t z  g round  o u t .  
M R .  V A N I E R :  B u t  t h e r e  i s  no  p u r p o s e  f o r  t h e  b u l b  a t  t h e  p r e s e n t  
t i m e ?  
M R .  PETERS: I h a v e n ' t  a n a l y z e d  i t  c o m p l e t e l y ,  b u t  I t h i n k  t h a t  
you n e e d  t o  i m p r o v e  t h e  f i l l i n g  f a c t o r  a  l i t t l e  m o r e  by f i l l i n g  
i n  t h e  t o p  s e c t i o n  s l i g h t . 1 ~ .  
STUART CRAMPTON, WILLIAKS C O L L E G E :  I wou ld  l i k e  t o  s a y  t h a t  t h e  
l a s t  i s  n o t  t r u e  when you t a k e  i n t o  a c c o u n t  t h e  way i n  wh ich  you 
a r e  c h a n g i n g  t h e  v o l u m e  o f  t h e  b o t t l e .  You a r e  b e t t e r  o f f  t h a n  
h a v i n g  t h o s e  g r o u n d  p i e c e s .  
M R .  V A N I E R :  You w o u l d n ' t  i n c r e a s ?  t h e  f i l l i n g  f a c t o r .  
M R .  PETERS: I t h i n k  t h a t  e v e n  i f  you i n c r e a s e  t h e  b u l b  t o  t h e  
f u l l  l e n g t h ,  t h a t  s h o u l d  b e  f i l l e d  i n  w i t h  q u a r t z ,  n o t  make  t h e  
b u l b  t h e  f u l l  l e n g t h  o f  t h e  c a v i t y .  
M R .  V A N I E R :  I s ee .  B u t  my q u e s t i o n  i s  t h i s :  You w o u l d  g a i n  i n  
s i m p l i c i t y  by r e m o v i n g  t h e  b u l b  c o m p l e t e l y ,  and  u s e  up  t o  t h e  end 
a s  a  b u l b .  You w o u l d  l o s e  a  l i t t l e  i n  f i l l i n g  f a c t o r ,  b u t  s o  
wha t?  
M R .  PETERS: You c o u l d  l o s e  s o m e t h i n g  e l s e  v e r y  i m p o r t a n t  t h o u g h ,  
t h e  f a c i l i t y  w i t h  wh ich  you c o u l d  c o a t  t h e  b u l b  i n  a  n i c e ,  c l e a n ,  
d e p e n d a b l e  way. 
ALBERT K I R K ,  JET PROPULSION LABORATORY: Can you t e l l  me t h e  a g i n g  
r a t e  o f  t h e  c a v i t i e s  b e f o r e  you a p p l y  t h e  t h e r m a l  c o r r e c t i o n s ?  
M R .  PETERS: T h e s e  a r e  r e l a t i v e l y  u n s t a b l e  c a v i t i e s .  i h e y  a r e  a  
t h i n  w a l l  o f  c o p p e r  o n  t h e  o u t s i d e ,  c o m p a r e d  t o  a  much m o r e  
t h e r m a l l y  m a s s i v e  c a v i t y .  But t h e y  a r e  s t i l l  f a i r l y  r e s p e c t a b l e  
i n  t h a t  r e s p e c t .  One o f  them i s  g o i n g  a t  a b o u t  t w o  t o  t h r e e  p a r t s  
i n  t e n  t o  t h e  f o u r t e e n  p e r  d a y  a n d  t h e  o t h e r  o n e  i s  a b o u t  s e v e n  
p a r t s  i n  t e n  t o  t h e  f o u r t e e n  p e r  day .  
H o w e v e r ,  we t u n e  c o n t i n u o u s l y .  A l l  t h e  s t a b i l i t y  d a t a  i s  
t a k e n  w i t h  t h e  a u t o t u n e r  s y s t e m  w o r k i n g ,  a n d  t h e r e  i s  n o  
d e g r a d a t i o n  i n  e i t h e r  t h e  s h o r t  term o r  t h e  l o n g  term s t a b i l i t y  
i f  you l e a v e  t h e  c a v i t y  s e r v o  o n .  The  c a v i t y  s e r v o  i s  r e a l l y  a  
t h e r m a l  c o n t r o l  s y s t e m ,  s o  i n  t h a t  s e n s e  t h e y  d o n ' t  d r i f t .  
M R .  K I R K :  What is  t h e  time c o n s t a n t  o f  t h e  s e r v o  s y s t e m ?  
M R .  PETERS: I t ' s  j u s t  a b o u t  f a s t  enough t o  come i n  w h e r e  t h e r m a l  
p e r t u r b a t i o n s  s t a r t  t o  b e c o m e  i m p o r t a n t .  T h a t  i s  b e t w e e n  o n e  
thousand and t e n  thousand seconds.  
M R .  McCOUBREY: I f  I foZlowed your d i s c u s s i o n ,  you i n d i c a t e d  t h a t  
t h e  l o n g  n a r r o w  c a v i t y  was a d v a n t a g e o u s  w i t h  r e s p e c t  t o  t h e  
c a v i t y  Q and f i l l i n g  f a c t o r .  Did you a l s o  c o n s i d e r  t h e  e f f e c t  o f  
t h e  d e c l i n i n g  e f f e c t i v e n e s s  o f  t h e  ,magnetic s h i e l d s  t h a t  you put  
around a l l  o f  t h i s ?  The long  narrow s h i e l d s  a r e  l e s s  e f f e c t i v e .  
M R .  PETERS: I t h i n k  t h a t  t h e y  a r e  more  e f f e c t i v e .  The l a r g e r  
c a v i t y  d i a m e t e r  and t h e  l a r g e r  s h i e l d  a r e  s h o r t e r ,  and i t ' s  
m o s t l y  t h e  a x i a l  f i e l d  t h a t  g i v e s  you t r o u b l e .  The t r a n s v e r s e  
s h i e l d i n g  f a c t o r  h a r d l y  eve r  g i v e s  any e f f e c t  i n  measurement. The 
l onge r  and na r rower  s h i e l d  3 i v e s  more space  on t h e  ends than  wee 
had i n  t h e  p a s t ,  s o  you g e t  a  b e t t e r  s h i e l d i n g  f a c t o r  w i t h  a  
s m a l l  d i a m e t e r  and a l s o  more s p a c e  f o r  t h e r m a l  i n s u l a t i o n ,  and 
vacuum and t h i n g s  l i k e  t h a t .  
M R .  ALLAN: I s  t h e  l a s t  d a t a  p o i n t  on y o u r  s i g m a - t a u  p l o t  t e n  
days? 
M R .  PETERS: I s t o p p e d  i t  a t  t e n  d a y s .  I t  was o n l y  t t .  ' . r t y  d a y s  
worth of  d a t a .  
